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PCCell ED 1000 H
PCCell ED 1600 H
PCCell ED 2500 H

Cell Specification

Membrane spacing in mm

Batch operation:

ED 1000A | ED 1000 H | ED 1600 H | ED 2500 H
Membrane size in mm 300 x 500 | 300 x 500 | 400 x 460 | 460 x 550
Active membrane area in cm? 1050 950 1600 2530
Max. area in m? (@125 cp) about 25 about 25 about 40 | about 62.5
Continuous operation: ca 0.35 and 0.5

ca 0.4 and 0.75

Weight in kg (@25 cp) ca. 40 kg

ca. 50 kg

ca. 70 kg

ca. 90 kg

“other sizes: on request please send email”

The electrodialysis cells ED 1000 A and ED 1000 H are small industrial
scale or pilot scale ED cells covering 5 - 20 m? membrane area. Center

electrodes allow cell setups with up to 100 m2.

The ED 1000 H is developed for low pressure drop and low resistances in

batch processes.

The ED 1000 A is specially designed for continuous desalination. It covers

100 - 1000 l/h desalination capacity for sea water.

The ED 1600 and ED 2500 cover 25 - 120 m? membrane areas.
All cells are available with different spacer thicknesses according to feed
requirements and energy optimisation. The complete module can

optionally be produced compliant for the contact with food.

Diluate inlet
Concentrate Inlet
Concentrate Outlet
Diluate Outlet
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Anolyte Inlet
Catholyte Qutlet
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Cathode

©e0000000COCO

1244. Sokak 4/7 Cevizlidere Balgat
06450 (Cankaua Ankara - Turkey
T +90 (312) 472 47 50

medical & laboratory technologies F.+90 (312) 472 47 53

info@kocaktip.com.tr

ED 1000 H - 280 - ED2

kocaktip.com.tr

m—5C Celum—

PCCell Gmbh

Lebacher Str. 60 D-66265 Heusweiler
GERMANY

www.pccell.de

AAAARANALT

kocaktip.com.tr

Technical Description

PCCell
Electrodialysis Pilot
Systems




PCCell Electrodialysis Pilot Systems P05, P10, P20, P40 and P80
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Industrial Scale
Electrodialysis Cells

PCCell ED 1000 H
PCCell ED 1600 H
PCCell ED 2500 H
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